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m --» Nail hole repair patches

Patch

. P For repair shops T
T-series patches ) P P ,
With cushion gum. Vulcanizes

in 30 mins @ 148°C when used
with VT-150-15 (or similar)
cement solution. Patches to be
used with conventional tires
with a maximum nail hole
diameter of 2 mm.

T-Series patches production table

imensions | quantity p
st G o o | W | R | e %" o=
T-1 70 20 ® ®
T-2 80 20 ® ® ®
T-3 100 10 ® ® ®
T-4 120 10 ® ® L J ® ®
T-5 140 10 ® ® ® ®
T-6 160 10 L ® ® ®
T-7 180 10 ® ® ®
T-8 200 10 L ®
T-9 225 10 ®
T-10 260 10 ®

@ The shelf-life for T-series patches is 6 months @ 18°C storage temperature.

. | h » For repair shops  UN
With cushion gum. Vulcanizes
in 48 hours @ 18°C when used
with VT-018-05 self-vulcanizing

(or similar) cement solution.
For use in bias-ply & with

radial tires.
Universal patch application chart Universal patch production table
Q o~ dimensions | quantity
rim hole (mm) /box
dimensions dimensions
! : (mm) A, UN-3 35 500
UN-45 45 300
ﬁ 3 UN-3 UN-3 UN-6 60 200
125/185/13 _ _
175/ 215/ 14 45 UN-45 UN-45 UN-8 68 150
T [} UN-6 UN-6
165/70/13 g UN-3
175/70/13
185/70/13 H -V 4.5 UN-45
185/ 65/ 14
195/ 60/ 14 6 UN-6
W-2Z 3 UN-3
3 UN-3 UN-3
") 45 UN-45 UN-45
— 6 UN-6 UN-6
8 UN-8

o The shelf-life for Universal patches is 12 months @ 18°C storage temperature.



Patch

Bias-ply patches

- Bias-ply repair patches

D For repair shops

With cushion gum.

Vulcanizes in 48 hours
@ 18°C when used with
VT-018-05 self-vulcanizing

SD

(or similar) cement solution.

Bias-ply patches production table

D For retreaders

D

No cushion gum. Used
with appropriate cushion
gum and cement solution.

model dimensions plies quantity
(mm) /box 7 = m '.-_9 ogol 655
SD - 01 60 1 20 ® ® ® ®
SD - 02 80 2 10 o ® ® L
SD-03 100 2 10 ® ® L L
SD-04 120 2 10 ® ® ®
SD - 05 160 4 10 L ® ®
SD-05 © 160 4 10 ® L
SD-06 235 6 10 ® ® ®
SD-06 © 235 6 10 ® ®
SD-07 295 6 10 ® ®
SD-07 © 295 6 10 ® ®
SD-08 345 8 5 ® ®
SD-08 © 345 8 5 L ®

© Sidewall patches.

Bias-ply patches application chart

type 5mm 10 mm 15 mm 25 mm 35 mm 50 mm 75 mm 100 mm
@@ | SD-01 | SD-02 | SD-02 | SD-03 | SD-04 | SD-05
M\ | sD-01 | SD-02 | SD-03 | SD-04 | SD-04 | SD-05
BMER  sp-02 | SD-03 | SD-04 | SD-05 | SD-05 | SD-06 | SD-07 | SD-07
Wy | SD-02 | SD-03 | SD-04 | SD-05 | SD-05 | SD-06 | SD-07 | SD-08
mmmm. | SD.02 | SD-03 | SD-04 | SD-05 | SD-06 | SD-06 | SD-07 | SD-08
LA | sp-02 | SD-03 | SD-04 | SD-04 | SD-05 | SD-06
% | SD-02 | SD-02 | SD-03 | SD-04 | SD-05 | SD-06 | SD-07 | SD-08

o The shelf-life for Bias-ply patches is 12 months @ 18°C storage temperature.






